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Overview

The TC/USB-1610 provides a powerful way to add digital 1/0O to a computer.

This module add to your computer 8 opto-isolated digital inputs, 2 relays outputs, 4 opto-
isolated digital outputs and 3 incremental encoder inputs.

Powered by USB bus, this module give to you a cost effective large variety of
inputs/outputs.

A watchdog timer is incorporated as a failsafe feature if a particular sequence is not
executed every 2 seconds in order to disable all outputs.

Specifications

e 8 opto-isolated digital inputs, 12 to 24 Vdc 10 mA Max with events counter on
each input (8 bits counter) and possibility of latch of the position counter on the
two last

e Lowpass filter 100 Hz on inputs

e 2 relay outputs NO (48V 1A max)

e 4 opto-isolated digital outputs (transistors 48V 30mA max)

e 3inputs for incremental encoder A/B/Z (5V or 12/24V by jumpers), this inputs
can also be used as standard digital inputs.

e 32 bits position counter.

e 2 latchs of the 32 bits position counter.
e Watchdog timer

e USB to I/O isolation : 1500Vrms

e USB 2.0 Compatible (12 Mbits/s)

e USB powered (150 mA max)

e DIN 35mm mounting

e Dimensions : (L) 100 x (l) 23 x (H) 120
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Electrical specifications

Power :

Name Description Min Typ Max Units
lusb USB current consumption 40 150 mA

10-30V Inputs :

Name Description Min Typ Max Units
Rin Load impedance 2200 ohms

Vmax Maximal voltage -30 30 volts
le Input current for logic level 1 3 5 15 mA
Vih Input voltage for logic level 1 10 30 volts
Vil Input voltage for logic level 0 0 2 volts

5V encoder inputs:

Name Description Min Typ Max Units
Rin Load impedance 470 ohms

Vmax Maximal voltage -7 12 volts
le Input current for logic level 1 3 15 mA
Vih Input voltage for logic level 1 3 5 12 volts
Vil Input voltage for logic level 0 0 1 volts

Relay outputs :

Name Description Min Typ Max Units
Vmax Maximal voltage (ac/dc) 48 volts
Ismax Maximal current 1000 mA

Opto-coupler outputs:

Name Description Min Typ Max Units
Vmax Maximal voltage 48 volts
Ismax Maximal current 30 mA

Dynamic characteristics:

Name Description Min | Typ Max Units
Tre Inputs response time 1 10 msec
Trsr Relay outputs response time 6 12 msec
Nbcy Relay mechanical life 10° Oper.
Trso Output response time (Transistors) 100 300 psec

Twdg Watchdog timebase 2 Sec

* : resistive loads
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USB Specifications:

Peripherals max = 127

Maximal length between peripherals =5 m

Possibility to use USB Hub

Possibility to use extenders (ex. extremeUSB(R) www.icron.com )
Industrial Hub (4 or 7 ports) see hubport on www.digi.com
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Pinout

Leds description :

Led 1 : Power supply present,(on USB)
Led 2 : Flash for normal activity

P1: Connector 9 ways - 8 digital inputs

Signal

E1l

E2

E3

E4

E5

E6
E7/Latch 1
E8/Latch 2

ov

P2 : Connector 4 ways - 2 relay outputs

Signal
REL S1
REL S1
REL S2
REL S2

T
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P3: Connector 8 ways -4 opto-couplers digital outputs

Signal
OPTO S3+
OPTO S3-
OPTO S4+
OPTO S4-
OPTO S5+
OPTO S5-
OPTO S6+
OPTO S6-

@® Attention : Polarized outputs, wiring polarity must be respected (see next page).

P4 : Connector 6 ways - Encoder inputs

Signal

=}
o8]
+

Encoder inputs configuration :

Place the 3 jumpers for 5V inputs (encoder outputs) or remove the 3 jumpers with 12/24V
encoder outputs
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Inputs / Outputs wiring

Logical inputs :
En

0V (commun au 8 entrées ToR)

Encoder inputs :

A+ / B+ / Z+ A+ /1 B+ / Z+
2K2
2K /V 2K /V
470 Aa70
A-/B- /7 Z- A- 1 B- /7 =Z-
deur sans cavalier (IERaNIra2aa .Hodeur avec cavalie
Without jumpers (12/24V) With jumpers (5V)
Relay outputs : Opto-couplers outputs :
REL Sx . . OPTO Sx+
N { \
|

o —K

| REL S . OPTOSX
| o

Output protection (relay and opto) :

With inductive loads (relay, solenoid ...) a free wheel diode must be placed :

REL Sxou OPTO Sx+
+V

REL Sxou OPTO Sx

Diode

Charge
1N4004

oV |Load
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Driver installation under Windows XP

On CD-ROM you can find demonstration program, DLL (32 or 64bits) and include files to
create your own programs.

e Connect module to PC, Windows must detect it and show a message box :

jl,f Mouyeau matériel détecké IE
TCUSE-1610

Assistant Ajout de nouveau matériel
détecté
Windows recherche les logiciels en cours et mis & jour sur votre

ordinateur, sur le CD d'installation du matériel ou sur le site
Windows Update (avec votre permission).

Lisez notre Déclaration de confidentialité

Autorisez-vous Windows & se connecter & Windows Update
pour rechercher des mises & jour ?

" Dui, cette fois seulement

" Oui, maintenant et chaque fois que je connecte
un périphérique

¢ Non, pas pour cette fois

Cliquez sur Suivant pour continuer.

:F‘{ecm‘ewl Suivant > | Annuler I

e Windows want to connect to Windows Update, answer « not this time »

e Next select « install from a list.. »
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Assistant Matériel détecté

Assistant Ajout de nouveau
matériel détecté
Cet Assistant vous aide & installer le logiciel pour :

TC/USB-1610

f:_‘)’ Si un CD d'installation ou une disquette a été
g fourni avec votre périphérique, insérez-le
maintenant.

Quelle tiche voulez-vous que [Assistant exécute ?

" Installer le logiciel automatiquement (recommandé)

%" |nstaller & partir d'une liste ou d'un emplacement spécifié
[utilisateurs expérimentés)

Cliquez sur Suivant pour continuer.

f;F'.réx:-édentl Suivant > I Annuler

¢ In this window click on « Include this location » and browse to directory
TCUSB16IO\WIN\INSTALL on CDROM

Assistant Mise a jour du matériel

Choisissez vos options de recherche et d'installation N

N,

(3) Rechercher le meilleur pilote dans ces emplacements.

Utilisez les cases a cocher ci-dessous pour limiter ou étendre la recherche par défaut qui
inclut les chemins d'accés locaux et les médias amovibles. Le meilleur pilote trouvé sera
installé.

[] Rechercher dans les médias amovibles (disquette, CD-ROM...)

Inclure cet emplacement dans la recherche :

DA TCUSETBI0VWINANSTAL v

() Ne pas rechercher. Je vais choisir le pilote & installer.

Choisissez cette option pour sélectionner le pilote de périphérique & partir de la liste.
Windows ne garantit pas que le pilote sélectionné sera le plus performant pour votre
périphérique.

[<Précédent ][ Suivant > ] [ Annuler ]
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When installing, Windows say “This driver has not pass WHQL testing ...” answer
“Continue anyway”

Installation matérielle .

! E Le logiciel que vous &tes en train d'installer pour ce matériel :
L

TCAUSB-1610 Device

n'a pas été validé lors du test permettant d'obtenir le logo

Windows et vérifiant sa compatibilité avec Windows XP. [Indiquez
-moi pourguoi ce test est important. |

Continuer l'installation de ce logiciel peut mettre en
péril ou déstabiliser le bon fonctionnement de votre
systeme, maintenant ou dans I'avenir. Microsoft
recommande fortement que vous arnrétiez cette
installation maintenant et contactiez le fournisseur du
matériel pour obtenir le logiciel qui a été validé lors du
test permettant d'obtenir le logo Windows.

Continuer l | Arréter l'installation |

At end, Windows display the following message “Completing the found New hardware
wizard”

Assistant Matériel détecté

Fin de I'Assistant Ajout de nouveau

SO Eade ey,
\§ matériel détecté

Cet Assistant a fini dinstaller le logiciel pour :

@ TC/USB-1610 Device

Cliquer sur Terminer pour fermer ‘Assistant.

edent I Terminer I Srnuler

x|

1) Nouveau matériel détecté X

Yotre nouveau matériel est installé et prét & I'emploi.
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You can verify in configuration panel that TCUSB-1610 device is installed:

L, Gestionnaire de périphériques I ]

Fichier  Action  Affichage 7

0@ ES 2 A

§ Cartes graphiques
B8 Cartes réseau
iz Claviers
=) Contrdleur de leckeur de disquettes
=) Contrdleurs ATAMATAPT IDE
-, Contrdleurs audio, vidéo et jeu
EGEIP Contrdleurs de bus USE

‘-_' Concentrateur USE racine
Concentrateur USE racine
Concentrateur USE racine
Concentrateur USE racine
Concentrateur USE racine
= Contrileur hite PCI vers
% Intel(R) §2501EE USE U
= Intel{R) 82801EE USE

e [/

B standard étendu

ersal Host Controller - 2402
iversal Host Controller - 2404
= InteliR) 828016 USEniversal Host Controller - 24D7
= Intel{R) 828016 UFE Universal Host Controllsr - 24DE
= Microchip MPLAE IgD 2 Firmware Client

Moxa Composite evice

= Prise en charggfdimpression USE

= . & TC/LISE-16 [

[+ L Leckeurs de CO-ROMIDYD-ROM LI

You can also read serial number on property / detail tab :

Propriétés de TC/USB-1610 Device 2=l

Général | Fiote  Détalls |

B‘% o TCAUSB-1EI0 Device

USEAID_D403%PID_C7CEADE480001

0K I Annuler

Then you can run program TCUSB1610\WIN\DEMO\DemoTCUSB1610.EXE in order to
verify that module is working.
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Driver installation under Windows 2000

e Connect module to PC, Windows must detect it and show a message box :

Nouveau matériel détecté =

‘@ TCAUSB-1610
F

e Click on Next

Assistant Matériel détecté

Assistant Ajout de nouveau
matériel détecté

S

Cet Assistant vous permet d'installer des pilotes pour les
périphériques matériels.

Cliquez sur Suivant pour continuer.

¢ Precédent I Suivant > I Annuler

e In next screen select « Search for driver ...»
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Assistant Matériel détecté i

Installation de pilotes de périphériques matériels I
Un pilote de périphérique est un programme qui permet & un périphérique matériel \§
d'étre pris en charge par un systéme d'exploitation.

£

Cet Assistant va terminer l'installation de ce périphérique :

@ TCAUSB-1610

Un pilote de périphérique est un programme logiciel qui permet & un périphérique
matériel de fonctionner. Windows a besoin de fichiers de pilote pour votre houveau
périphérique. Cliquez sur Suivant pour rechercher les fichiers de pilote et terminer

Quelle tache voulez-vous que I'Assistant exécute ?
¢ Rechercher un pilote approprié pour monh périphérique (recommandé)

" Afficher la liste des pilotes connus pour ce périphérique, afin de pouvair choisir
un pilote spécifique

< Précédentl Suivant > I Annuler

e Select specific location

Assistant Matériel détecté i

Recherche de fichiers de pilote
00 voulez-vous que Windows recherche les fichiers pilotes ?

R/

Recherche de fichiers de pilotes pour le périphérique matériel suivant :

@ TC/USB-1610

L'Assistant recherche les pilotes appropriés dans sa base de données de pilotes située sur votre
ordinateur, ainsi que dans l'emplacement que vous pouvez indiquer ci-dessous si vous le
souhaitez.

Pour commencer la recherche, cliquez sur Suivant. Si vous effectuez la recherche sur un
lecteur de disquettes ou de CD-ROM, insérez la disquette ou le CD avant de cliquer sur Suivant.

Emplacements de recherche optionnels :
™ Lecteurs de disquettes
™ Lecteurs de CD-ROM
[V Emplacement spécifique
I Microsoft Windows Update

< Précédentl Suivant > I Annuler

e Browse on CDROM to directory TCUSB16IO\WIN\INSTALL|TCUSB.INF, click on
Open.
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Rechercher le fichier N ﬂﬂ

Rechercher dans:l'.'_ﬂ drivers L’ & % B3~

Al TcUsE-1610.inf

Historique

Bureau

%\‘

Mes documents

Poste de travail
0
£ =

@« : MNom de fichier : ITCUSB-1 B10.inf _'J | Ouyrie I
Favoris réseau
_’ Annuler I

Type : |lnf0rmations de configuration [*.inf)

e Resume screen, click on « Next »

Assistant Matériel détecté =

Résultat de la recherche de fichiers pilotes \\
L'Assistant a terminé la détection des fichiers pilotes pour votre périphérique @
matériel.

L'Assistant a trouvé un pilote pour le périphérique suivant :

@ TC/USB-1610

Windows a trouvé un pilote pour ce périphérique. Pour installer ce pilote trouvé par
Windows, cliquez sur Suivant.

e
- =

r:\tcush1Biohwin32\drivers\tcusb-16io.inf

< Précédentl Suivant > I Annuler ]

e Installation complete :

M401210_TCUSB1610-EN.DOC Page 15 Rev. 15



Assistant Matériel détecté

Fin de I'Assistant Ajout de nouveau
matériel détecté

_\> TC/USB-1610 Device

Windows a terminé l'installation du logiciel pour ce
périphérique.

Pour fermer cet Assistant, cliquez sur Terminer.

r;F‘rév:'éd»:'an Terminer I Annuler

You can verify in configuration panel that TCUSB-1610 device is installed:

(o ) - -
=g Gestionnai

| Action  Affichage ‘J - = I 2] | | “ A ] a B g

=10l x|

re de périphériques

v 4

= Q Conl

-8 Péri

- péri

- Cartes graphiques
(- B8 Cartes réseau
(-8 Claviers

[+-52 Contrdleur de lecteur de disquettes
o) &2 Contrdleurs ATAJATAPI IDE

-~ Contrdleurs son, vidéo et jeu

] f___g Lecteurs de CD-ROM/DVD-ROM

[+ Lecteurs de disque

+-E3 Lecteurs de disquettes

* g] Moniteurs

(-3 Ordinateur ]

trdleur de bus USB
Concentrateur USE 2.0 racine
Concentrateur USE racine
Concentrateur USE racine
Concentrateur USE racine
Contrdleur dhdte amélioré Ugplntel {r) 82801DB/DBM
Contrdleur hite PCI vers LB standard universel
Contrdleur hite PCI vepf USE standard universel
Contrdleur hite PClfers USE standard universel
TC/USB-1610 Device

phériques d'interface utilisateur
phériques systéme :J

Then you can run program TCUSB1610\WIN\DEMO\DemoTCUSB1610.EXE in order to

verify that module

M401210_TCUSB16I0-EN.

is working.
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Troubleshooting

e Exclamation mark in Device manager :

An exclamation mark is display when driver is not correctly detect. Use properties tabs
and update driver to restart driver installation as describe before.

e Interrupted installation :

Restart computer without module, and then connect module again. Restart installation
as the first time.

e Driver uninstallation:

To uninstall the module's driver, execute the batch file "Uninstall Driver
TCUSB1610.bat" on the cd-rom shipped with it.

Before, you have to copy "Uninstall Driver TCUSB1610.bat" et
"CDMUninstaller.exe" from CD-ROM to HDD, in order to allow the creation of a log
file for the uninstallation process.
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Demonstration software

Demonstration software is on CD-ROM, TCUSB16I10\WIN\Demo\DemoTCUSB1610.exe

Configuration TC/USE-16I0 5[

MHuréro de zérie du module I
o OK b 4 .-i'-.nnulaticunl

Give module serial number (display on label under product) or enter OK without number if
you have only one module attach to your computer.

Ef c/USB-1610 Demo Program ¥1.00 (c)2006 3C Concept 5.4, - N/S

8 Digital inputs
/ status

—Inputs & Dutput
11 12 13 14 15 16 I7 I8 UNTOZ  COUNTOZ  COUNTO4 Il
- - I:l - - - - - Events counter
for inputs
o1 oz 03 04 O O0OF COUMTOS  COUMTOR COUMTO
== | | T .| (T
Sequenceur ON | Yy atehDog 0N | Yatchag OFE 6 Digital outputs
status
—Encoder o
—Muoize filkers——
A B £
{1875 Khz
] I™ Auto Reset on 2 " 375Khz
i~ 780 Khz
Fozition r Stop AutoR efrezh
Reszet Paozitian .
o
'\\

J \,
Encoder inputs Encoder counter
status

All outputs can be drive with a click on green symbol.
Button “ Sequenceur ON/OFF “ : Automatically drive outputs
Button “WatchDogOn” : Activate watchdog timer

Button “ WatchdogOff” : Stop watchdog timer
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Button “ WatchDogRearm” : Manual watchdog update, must be done every 2 seconds.
Button “StopAutoRefresh” : Stop updating display

Button “Reset Position” : Clear encoder value

M401210_TCUSB1610-EN.DOC Page 19 Rev. 15



Using DLL TCUSB16I0.DLL

Windows 32 DLL can be use with different languages :

With PASCAL compiler (DELPHI ):

Use file TCUSB16I0.INC and DLL TCUSB1610.DLL

With C compiler:

Use file TCUSB1610.H and DLL TCUSB1610.DLL

With Basic compiler:

Use file TCUSB16I0.BAS and DLL TCUSB1610.DLL
With C#:

Use file TCUSB1610.CS and DLL TCUSB1610.DLL

Shared object under Linux:

Look at directory « linux » on CDROM, textfile explain how to use it (TCUSB16IO\Linux\)

@ Warning : All functions works on memory image update by function
TCUSB1610_Refresh. This function must be call before every function using
inputs AND after every function using outputs. Do not use this function after
every commands because of the transmission delay on USB bus.

An information window can appear on startup if driver is not the latest (3
seconds display). In this case, please download the new release and update
your driver.
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Using 64bits DLL: TCUSB1610x64.DLL

TCUSB16I0- 64bits DLL can be used with different compilers:

C++ compiler :

Use files: TCUSB1610x64.H, TCUSB1610x64.LIB and DLL TCUSB16I10x64.DLL

There is one example program shipped with CD-Rom, made with following IDE :

Microsoft Visual Studio 2010 C++

TCUSB16I0 64bits DLL no longer check its version on the web (in order to
keep an updated driver).

Only TCUSB16lI0_OpenN function has been implemented ,
TCUSB16I0_Open has been deprecated.

Final point, calling convention in use in these 64bits DLL is “CDECL".
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DLL Functions description

TCUSB1610_OpenN(Nmodule, NumSerie)

Parameter : Nmodule: 32 bits signed integer ( to 8).

Numserie : Pointer on unsigned Dword (32 bits) initialized with serial number.

Return :

Initialize driver, assign module number to serial number send in parameter. If serial
number is set to 0, variable is update with real serial number (only if one module is

attached to computer).
Use this function before all other one.

Close session with TCUSB16I0_Close .

Prefer use of TCUSB16I10 OpenN function

TCUSB1610_Close(NModule)
Parameter : Nmodule: 32 bits signed integer.
32 bits signed integer with error code.

Return :

32 bits signed integer with error code.

Close session and close driver (necessary at the end of program)

TCUSB1610_Refresh(NModule)

Parameter : Nmodule: 32 bits signed integer.
32 bits signed integer with error code.

Return :

Update data on specified module. This function must be call BEFORE using inputs data

and AFTER modifying outputs data.

TCUSB1610_Input(Nmodule , Data) (1)
Parameter : Nmodule: 32 bits signed integer.

Data : Pointer on 32 bits unsigned Dword.

Return :

Read digital inputs status (8 standard inputs and 3 encoders inputs)

32 bits signed integer with error code.

Input Variable | Bit10 | Bit9 | Bit8 | Bit7 | Bit6 | Bit5 | Bit4 | Bit3 | Bit2 | Bit1 | Bit0
State of : Z B A E8 E7 E6 ES5 E4 E3 E2 El
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TCUSB1610_Output(Nmodule, Data) (1)
Parameter : Nmodule: 32 bits signed integer.
Data : Unsigned Byte 8 bits.

Return : 32 bits signed integer with error code.

Send on outputs value from variable Data.
TCUSB16I0_Bitlnput(Nmodule , Entree) (1)
Parameter : Nmodule: 32 bits signed integer (1 to 8).
Entree : 32 bits signed integer (1 to 11).
Return : 32 bits signed integer with O or 1 value according to designed input status

Read status of specified input / module

Entree Variable | 1 2 3 4 5 6 7 8

>|©
o8]
N

State of : El1 | E2 |ES | E4 | E5 | E6 | E7 | E8

TCUSB1610_BitOutput(NModule,Sortie,etat) (1)
Parameter : Nmodule: 32 bits signed integer (1 to 8).
Sortie : 32 bits signed integer (1 to 6).
etat : 32 bits signed integer (0 or 1).
Return : None (Procedure)

Force ouput « Sortie » to state « etat » (0 or 1)

TCUSB1610_BitReadBack(NModule,Sortie) (1)
Parameter : Nmodule: 32 bits signed integer.
Sortie : 32 bits signed integer (1 to 6).
Return : Signed integer 32 bits, 0 or 1 according to output status

Read output status (0 or 1)

TCUSB1610_Counter(NModule,Entree,Data) (1)
Parameter : Nmodule: 32 bits signed integer.

Entree : 32 bits signed integer.

Data : Pointer on unsigned Byte (8 bits).
Return : 32 bits signed integer with error code.

Read events counter attached to specified input « Entree ».

TCUSB1610_Config(Nmodule,Data) (1)

Parameter : Nmodule: 32 bits signed integer.
Data : unsigned Byte (8 bits).

Return : 32 bits signed integer with error code.

Module encoder configuration byte :

Data Fmax Ref. mark
0 8Mhz Disable
1 4Mhz Disable
2 2Mhz Disable
3 500Khz Disable
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4 250Khz Disable
5 125Khz Disable
6 63Khz Disable
7 Not used Not used
8 8Mhz Enable
9 4Mhz Enable

Encoder Frequency filter is set on bits 1 to 3, reference mark is used only if bit 4 is set (Z
input can clear position counter)

TCUSB16I0_Pos(Nmodule,Data) (1)
Parameter : Nmodule: 32 bits signed integer.
Data : Pointer on 32 bits unsigned Dword.

Return : 32 bits signed integer with error code.

Read encoder counter (position) on 32 bits

TCUSB1610_ResetPos(Nmodule)
Parameter : Nmodule: 32 bits signed integer.
Return : 32 bits signed integer with error code.

Clear encoder counter (position) and latchs.

TCUSB1610_ConfigLatch(Nmodule,Data)
Parameter : Nmodule : 32 bits signed integer.
Data : unsigned Byte (8 bits).

Return : 32 bits signed integer with error code.

Latch encoder configuration byte :
1) On the bits 1 to 3 of data, the latch 1 mode for the encoder position possible on
input 7 (form 0 to 3 with 0 : No latch, 1 : Latch on the rising edge of Input 7, 2 :
Latch on the falling edge of input 7, 3 : Latch on the change of state of input 7)
2) On the bits 5 to 7 of data, the latch 2 mode for the encoder position possible on
input 8 (form 0 to 3 with 0 : No latch, 1 : Latch on the rising edge of Input 8, 2 :
Latch on the falling edge of input 8, 3 : Latch on the change of state of input 8)

TCUSB1610_Latch(Nmodule,Latch,Data) (1)
Parameter : Nmodule : 32 bits signed integer.

Latch: unsigned Byte (8 bits).

Data : Pointer on 32 bits unsigned Dword.

Return : 32 bits signed integer with error code.

Read specified latch value of the encoder counter (position) on 32 bits
TCUSB1610_WdgRun(Nmodule)

Parameter : Nmodule: 32 bits signed integer.

Return : None (Procedure)

Activated watchdog timer
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TCUSB1610_WdgStop(Nmodule)
Parameter : Nmodule: 32 bits signed integer.
Return : None (Procedure)

Inactivated watchdog timer

TCUSB1610_WdgRearm(NModule)
Parameter : Nmodule: 32 bits signed integer.
Return : None (Procedure)

Update watchdog timer (must be call less than every 2 seconds)

TCUSB1610_ResetPort(NModule)
Parameter : Nmodule: 32 bits signed integer.
Return : None (Procedure)

USB port restart, this can be use in case of communication trouble on an active module.

TCUSB1610_CyclePort(NModule)
Parameter : Nmodule: 32 bits signed integer.
Return : None (Procedure)

Similar to unconnect and reconnect USB port to restart communication between computer
and module after serious error.

TCUSB1610_Version(NModule,Datal,Data2) (1)
Parameter : Nmodule: 32 bits signed integer.
Datal : Pointer on unsigned Byte (8 bits).
Data2 : Pointer on unsigned Byte (8 bits).
Return : 32 bits signed integer with error code.

Read firmware release number and driver release number. Values are set in datal and
data2 variables.

(1) Look at TCUSB1610_Refresh information at the beginning of this section.

Error list :

Number |Designation

No error

Bad serial number

Bad module number (1 to 8)
No TC/USB-1610 detected
Non-initialized module
Write error

Read error

Close error

N[O OARWINIFO
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